


How to prepare your artwork

DIMENSIONS

Artwork should be in actual size (1:1 scale)

¢ For file sizes that are too big, we also accept reduced size files in proportion to the actual size and
supplied in high resolution.

e For any large files, scaled PDF files is preferable with all fonts outlined. Please let us know the
percentage of the artwork that you provided.

FORMAT

e We require all artwork to be at least 300dpi at final output size for better results in printing.

¢ In order to check the resolution of your artwork view your artwork to 100% and make sure that
every element is sharp and NO pixelation. If unsure please consult with your graphic designer or
bannerman will check your file for you.

e ACCEPTED FILES FOR PRITING

300 DPI JPEG (preferred file format) NOTE TO ALL DESIGNERS
| PLEASE MAKE SURE THAT ALL
m Adobe PDF (outline all fonts) FONTS ARE OUTLINED OR EMBEDDED

TO REDUCE RISK OF FONT PROBLEMS.

J Adobe EPS (outline all fonts)

APPLICATIONS

¢ We only accept files created by any of this following applications.

Adobe Photoshop CS2 / CS3

IJ Adobe lllustrator CS2 / CS3
Adobe Acrobat CS2 / CS3

e WE DO NOT accept artworks created with the following applications.

Microsoft Powerpoint D Corel Draw

)
p Microsoft Publisher D Microsoft Word

@ QuarkXpress

THE BANNER EXPERTS | www.bannerman.com.au | artwork@bannerman.com.au | +61 414 737 078




How to prepare your artwork

COLOUR MANAGEMENT

¢ All colour must be converted to CMYK
1. For RICH BLACK, please use C-50%, M-25%, Y-25% & K-100%
2. If colour is a particular concern we can test match your PMS colour however extra
charges do apply.
3. Due to differences between digital and offset printing and the diversity of products we supply,
certian PMS colours and effects such as duotones can sometimes be difficult to emulate.
4. We do not warrant over colour variation of PMS not supplied by client.

¢ Please contact sales if you require any colour matching on your job.

BLEEDING

¢ To ensure accurate sizing, additional bleed must be added to the image area. Please follow
standard bleed according to our artwork specification.

TEMPLATES

¢ For many standard sizes including teardrop, bowhead and POS flag.
Bannerman has templates documents available in Aobe lllustrator CS2 format.

HOW TO SEND YOUR ORDER FORM & ARTWORK

You can download order forms at www.bannerman.com.au

¢ Send your order form via email or fax:
Email: artwork@bannerman.com.au
Fax: +61 2 8209 4972

3 ways to submit your artwork to Bannerman

UNDER 8MB FILE - EMAIL @

¢ You can email your files to artwork@bannerman.com.au

OVER 8MB FILE - CD/DVD |

e Send CD or DVD to: 16 Kovacs Street, Rooty Hill NSW 2766

OVER 8MB - FTP SERVICE

¢ You can send your files using these FREE services.
1. www.mailbigfiles.com
2. www.yousendit.com

e For large files via FTP please call +61 414 737 078
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PREMIUM Banners Dimensions

IMPORTANT

¢ Bannerman recommends that the background image at the bottom should continue (ie. bleed fully) in to the bottom and top of the non-visual area.
NOTE: PLEASE BE AWARE THAT THE WIDTH OF THE PRINT IS 10MM NARROWER THAT THE WIDTH OF THE UNIT.
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DELUXE Banners Dimensions

IMPORTANT

e Bannerman recommends that the background image at the bottom should continue (ie. bleed fully) in to the bottom and top of the non-visual area.
NOTE: PLEASE BE AWARE THAT THE WIDTH OF THE PRINT IS 10MM NARROWER THAT THE WIDTH OF THE UNIT.
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DOUBLE Banners Dimensions

IMPORTANT

e Bannerman recommends that the background image at the bottom should continue (ie. bleed fully) in to the bottom and top of the non-visual area.
NOTE: PLEASE BE AWARE THAT THE WIDTH OF THE PRINT IS 10MM NARROWER THAT THE WIDTH OF THE UNIT.
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